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MAY BIEN DONG PO LUONG TRUNG THE 1 PHA, NGOAI TROI, KIEU NGAM DAU.

OUTDOOR, OIL IMMERSED TYPE, 1 PHASE MEDIUM VOLTAGE CURRENT TRANSFORMERS.

1305

Bién dong ngam dau

Kich thuéc ddu ndi s cép
Primary connector dimensions

4212| 4213

100

SEH

600~ 1250A

S do ddu day so cdp
Primary connection diagram

Rated primary current 4 ratios (A)

- 274
395
420
460
M6 ta Pon vi Théng s6
Description Unit Data
Kiéu CT35-2C10D3C CT35-2C10D4C CT35-2C10D5C
CT type CT35-2C50D3C CT35-2C50D4C CT35-2C50D5C
So d6 dau day
Connection diagrams H.6 H.8 H.8
Tiéu chudn
Standard TCVN 5928-1995; [EC 185; IEC60044-1
Dién ap danh dinh / Dién ap th(r tan s6
cobng nghiép/ Dién ap th xung
Rated voltage / Power frequency withstand Y el
voltage/ Impulse withstand voltage BIL
Tan s6 danh dinh
Rated frequency Hz 50
Hé s6 dong nhiét dién danh dinh 12
Rated thermal current factor :
Sé 16i 2
Number of cores
Dung lugng - Cap chinh xac 15VA hosc (or) 30VA - 0.5/5P5
Burden - Accuracy class
Sé pha 1
Number of phase
Vi tri 14p dat Ngoai trdi
Service type QOutdoor
Chiéu dai dudng rd nhé nhat
Creepage distance mm/kv 25
Kich thuéc ngoai mm Xem hinh vé
Outer dimensions See drawing
Khai lugng
Weight kg 165
R < . < 5 10 15 25 50 75 100 150 200 100 200 300
gg{‘é’ds"ri?ﬂa‘g diﬂ?rgﬁﬂhsfa’}%"s(@) 10 | 20 | 30 | 50 | 100 | 150 | 200 | 300 | 400 | 300 | 400 | 600
primary 20 40 60 100 200 300 | 400 600 600 600 800 | 1200
2T SYED RGN 4 iR (A 15-30-40-60 | 100-200-300-400 | 200-300-400-600 | 200-300-400-600 | 400-600-800-1200

Dong so cép danh dinh 5 nac (A)
Rated primary current 5 ratios (A)

50-100-150-200-300

100-150-200-300-400

100-200-300-400-600

Dong thir c&p danh dinh
Rated secondary current

1A hoac (or) 5A
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MAY BIEN DONG PO LUONG TRUNG THE 1 PHA, NGOAI TROI, KIEU NGAM DAU.

OUTDOOR, OIL IMMERSED TYPE, 1 PHASE MEDIUM VOLTAGE CURRENT TRANSFORMERS.

Binh déu phu _ ”@”
Conservator ‘
— g 3
p— o
! NE N : T
Hook -
A
[ - L J
2M8 (=)

| 415 430 ]
445 ) 510 |
< ™ \4014 (Toa d9_co-ordinate 415+430

Kich thudc dau ndi so cép
Primary connector dimensions

566

dle o]  sle GEI
$4 Lok CER N
= i
5~ 500A 500 ~ 1250
M6 ta Don vi Théng s6
Description Unit Data
Kiéu CT22-3C10D1C CT22-3C10D2C
CT type CT22-3C50D1C CT22-3C50D2C
SO0 BE GElY H.11 H.12
Connection diagrams
Tiéu chuén
Standard TCVN 5928-1995; IEC 185; IEC60044-1
Dién ap danh dinh / Dién ap th{r tan s6
cong nghiép/ Dién ap thr xung KV
Rated voltage / Power frequency withstand 24/60/125
voltage/ Impulse withstand voltage BIL
Tan s6 danh dinh Hz
Rated frequency 50
Hé s6 dong nhiét dién danh dinh 12
Rated thermal current factor )
S6 16i 3
Number of cores
Buin [Wiging - C&Tp efifii & 15VA hoic (or) 30VA - 0.5/5P20/5P20
Burden - Accuracy class oac (or) e
Sé pha 1
Number of phase
Vi tri 18p dat Ngoai trdi
Service type Outdoor
Chiéu dai dudng ro nhd nhét mm/kV -
Creepage distance
Kich thudc ngoai mm Xem hinh vé
Outer dimensions See drawing
Khéi luong k
Weight ¢ 200
Dong so cép danh dinh 1 n4c (A)
Rated primary current 1 ratio (A) 5,10, 15, 20, 25, 30, 40, 50, 60, 75, 100, 150, 200, 250, 300, 400, 500, 600, 750, 800, 1000, 1200, 1250, 1500, 2000
Dong so cép danh dinh 2 n4c (A) 5 (10|15 |20 | 20| 25| 30| 50| 75| 75 |100|150|200|250| 300| 400|500 | 600
Rated primary current 2 ratios (A) 10 | 20 | 30 | 30 | 40| 50 | 60 |100(100|150{200|300|400|500( 600| 600{1000|1200
Dong thir c&p danh dinh .
Rated secondary current A E(EI) 24
be\EC 35
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inh da 7 Binh déu ph = &
B(;g?]:ear:atgg ﬁ C"c:nseantjatotJ
— Kich thuc ddu ndi sg cp — —
— Primary connector dimensions — ——
o ci R e %$mgg% §|$m§(§r — —
Hook —T, & & & & 2 o ' p—
- N ek [
5~600A 600 ~ 1250A -
2M8 (=)
g &
i —
So do diu diy so ¢ip 7 "\ 44 (Toa do_ co-ordinate 415x430)
Primary connection diagram 4
« Kich thuc déu ndi so cép
b Primary connector dimensions
dle o gle @EI
¢ of & of
N \ N - 147_3’1 u:T 80 :{#
M6 ta bon vi Thong s6 5~ 500A 500 ~ 12508
Description Unit Data
Kiéu CT22-3C10D3C CT22-3C10D4C CT22-3C10D5C 12 - 2 p
CT type CT22-3C50D3C | CT22-3C50D4C | CT22-3C50D5C De';"cc:i;?i on DS:itV! Thgggaso
So d6 dau day
Connection diagrams . A L2 Kidu CT35-3C10D1C CT35-3C10D2C
Tiéu chuan CT type CT35-3C50D1C CT35-3C50D2C
Standard TCVN 5928-1995; IEC 185; I[EC60044-1 So db ddu day Y 1
Dién ap danh dinh / Dién ap thir tan s6 ?qnneﬁtign diagrams ' i
cong nghiép/ Dién ap th& xung KV iéu chuan i ) ; i
Rated voltage / Power frequency withstand 24/60/125 Standard TCVN 5928-1995; IEC 185; IEC60044-1
voltage/ Impulse withstand voltage BIL Dién ap danh dinh / Dién ap th{ tan s6
An of . cbng nghiép/ Dién ap thir xung
;aaTezof?ezr::;gg;h Hz 50 Rated voltage / Power frequency withstand 4 35/70/170
Hé s6 dong nhiét dién danh dinh " vo\Itag?/ Impulse withstand voltage BIL
Rated thermal current factor : Tan s6 danh dinh Hz 50
S6 16 Rated frequency
Number of cores 3 Hé s6 dong nhiét dién danh dinh 12
z 0 B Rated thermal current factor :
Dung lugng - Cap chinh xac 15VA hoic (or) 30VA - 0.5/5P20/5P20 0
Burden - Accuracy class NO |Otl) , 3
S6 pha umber of cores
1 = - ;
Number of phase Dung lugng - Cap chinh xac o
z 15VA hoac (or) 30VA - 0.5/5P20/5P20
Vi tri lap dat Ngoai trdi BLAJIrden - Accuracy class ¢ (or)
Service type ] Outdoor S6 pha 1
Chiéu dai duong ro nhd nhat mm/kV Number of phase
Creepage distance 25 Vi tri lap dat Ngoai troi
Kich thuéc ngoai Xem hinh vé Service type Outdoor
. . mm . N e Y S 2 ~
Outer dimensions See drawing Chiéu dai dl.fdng ro nho nhat mm/kV 25
Khéi luong Creepage distance
Weight kg 200 Kich thuéc ngoai - Xem hinh v&
Outer dimensions See drawing
. % ! Ar 5 10 15 25 50 75 100 | 150 | 200 | 100 | 200 | 300 Khéi lugng
nong 0 cép diﬂ'r‘rgg:g?;a'};‘;(@) 10 | 20 | 30 | 50 | 100 | 150 | 200 | 300 | 400 | 300 | 400 | 600 Weight kg 210
primary 20 40 60 100 200 300 | 400 600 600 600 800 | 1200
Dong so c&p danh dinh 4 nic (A) ANLAOL P 4O, A ONANA. AR, Dong so cép danh dinh 1 néc (A)
Rated primary current 4 ratios (A) 15-30-40-60 100-200-300-400 | 200-300-400-600 | 200-300-400-600 |400-600-800-1200 Rated primary current 1 ratio (A) 5,10, 15, 20, 25, 30, 40, 50, 60, 75, 100, 150, 200, 250, 300, 400, 500, 600, 750, 800, 1000, 1200, 1250, 1500, 2000
Dong so cép danh dinh 5 nac (A) Dong sa cép danh dinh 2 néc (A) 5110|1520 | 20| 25| 30|50 | 75| 75 |100|150|200| 250|300 400|500 | 600
Rated primary current 5 ratios (A) 50-100-150-200-300 100-150-200-300-400 100-200-300-400-600 Rated primary current 2 ratios (A) 10 | 20 | 30 | 30 | 40| 50 | 60 |100(100|150{200|300|400|500( 600| 600{1000|1200
Dong thir c&p danh dinh ~ Dong thir cap danh dinh o
Rated secondary current 1A hodc (or) 5A Rated secondary current 1A hoac (or) 5A
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Binh ddu phu ﬁ

Conservator

Méc cdu,,!
Hook

Kich thucc d4u ndi so cip
Primary connector dimensions

80
N D
o o
§ AO‘

5~600A 600 ~ 1250A

S0 do dau day s cap
Primary connection diagram

Rated primary current 4 ratios (A)

M6 ta Pon vi Théng s6
Description Unit Data
Kiéu CT35-3C10D3C CT35-3C10D4C CT35-3C10D5C
CT type CT35-3C50D3C CT35-3C50D4C CT35-3C50D5C
So dé dau day
Connection diagrams L1 £ L2
Tiéu chuan
Standard TCVN 5928-1995; IEC 185; IEC60044-1
Dién ap danh dinh / Bién ap thir tan s6
cong nghiép/ Dién ap th& xung KV
Rated voltage / Power frequency withstand 35/70/170
voltage/ Impulse withstand voltage BIL
Tan s6 danh dinh Hz
Rated frequency 50
Hé s6 dong nhiét dién danh dinh 12
Rated thermal current factor :
Sé6 16i 3
Number of cores
Dung lugng - Cap chinh xac . )
Burden - Avcuracy olase 15VA hoac (or) 30VA - 0.5/5P20/5P20
S6 pha 1
Number of phase
Vi tri 18p dat Ngoai trdi
Service type Outdoor
Chiéu dai dudng rd nhé nhat
Creepage distance mm/kV 25
Kich thudc ngoai mm Xem hinh vé
Outer dimensions See drawing
Khéi lugng K
Weight e 2
. - . < 5) 10 15 25 50 75 100 150 200 100 200 300
Do 20 5P diﬂ?rgm?aq;‘;((’*/\)) 10 | 20 | 30 | 50 | 100 | 150 | 200 | 300 | 400 | 300 | 400 | 600
P ry 20 40 60 100 200 300 400 600 600 600 800 | 1200
Dy S Ep el 2 iy 15-30-40-60 | 100-200-300-400 | 200-300-400-600 | 200-300-400-600 |400-600-800-1200

Dong sa cép danh dinh 5 nac (A)
Rated primary current 5 ratios (A)

50-100-150-200-300

100-150-200-300-400 100-200-300-400-600

Dong thir c&p danh dinh
Rated secondary current

1A hoac (or) 5A
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i
Binh déu phu |
Conservator

1180

Méc céu
Hook

Kich thudc d4u ndi so cdp
Primary connector dimensions

glo o glle @EI
$4 o] & of
= 24
5~500A 500~ 1250A
M6 ta Don vi Théng s6
Description Unit Data
Kiéu CT22-4C10D1C CT22-4C10D2C
CT type CT22-4C50D1C CT22-4C50D2C
Sodade Hic) H.16 H.17
Connection diagrams

Sou ehuan TCVN 5928-1995; IEC 185; IEC60044-1
Dién ap danh dinh / Dién ap th{r tan s6

cong nghiép/ Dién ap th{r xung _ KV

Rated voltage / Power frequency withstand 24/60/125

voltage/ Impulse withstand voltage BIL

Tan sé danh dinh

Rated frequenéy Hz 50

Hé s6 dong nhiét dién danh dinh 1.2

Rated thermal current factor )

S6 15i 4

Number of cores

Dung luong - Cap chinh xac

Burden - Accuracy class 15VA hozc (or) 30VA - 0.5/5P20/5P20/5P20

S6 pha

Number of phase 1

Vi tri 1ap dat Ngoai trdi

Service type Outdoor

Chiéu dai dudng ro nhé nhat KV

Creepage distance mm 25

Kich thuéc ngoai T Xem hinh vé

Outer dimensions See drawing

Khéi luong

Weight kg 240

Dong sa ¢ép danh dinh 1 néc (A)

Rated primary current 1 ratio (A) 5,10, 15, 20, 25, 30, 40, 50, 60, 75, 100, 150, 200, 250, 300, 400, 500, 600, 750, 800, 1000, 1200, 1250, 1500, 2000
Dong so cép danh dinh 2 n4c (A) 5110|1520 | 20| 25| 30|50 | 75| 75 |100|150|200|250| 300| 400|500 | 600
Rated primary current 2 ratios (A) 10 | 20 | 30 | 30 | 40| 50 | 60 |100(100|150{200|300|400|500( 600| 600{1000|1200

Dong thir c&p danh dinh

Rated secondary current 1A hoac (or) 5A

o ,
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Binh dau phu ﬁ Binh déu phu ﬁ
Conservator Conservator
— Kich thudc ddu ndi sd cip —
— Primary connector dimensions —
— g
 — | — )|
4ot2| —— N
Méc cdu,! g|® ¥
Hook —, —, & &
<] ,,? Mbc cdu
b b 0t Hook
5~600A s A
2m8 (£) = =
. 470 ] 2M8 (&)
545 | _é

‘ 4@14 (Toa d9_co-ordinate 435x470) 27 +
545

‘ 414 (Toa do_co-ordinate 435x470 ‘

So do déu day so cép
Primary connection diagram

595

Kich thudc dau ndi so cap
Primary connector dimensions
| m—| —

4212 4213
. aﬁ@% g'er eﬂ’EI
$4 oF & or
— — =3 | < 4
M6 ta Bon vi Théng s6 5~ 500 500~ 12504
Description Unit Data
Kiéu CT22-4C10D3C CT22-4C10D4C CT22-4C10D5C 2 . - ~
CT type CT22-4C50D3C | CT22-4C50D4C | CT22-4C50D5C M6 ta Bon vi Thong s6
So db d&u day Description Unit Data
Connection diagrams k1) H.20 H.20 Kidu CT35-4C10D1C CT35-4C10D2C
Tiéu chuan CT type CT35-4C50D1C CT35-4C50D2C
e TCVN 5928-1995; IEC 185; IEC60044-1 So dé dau day 16 e
Bién ap danh dinh / Bién ap th{r tan s6 C_0nnectign diagrams ' '
cobng nghiép/ Dién ap thi xung Tiéu chuan ) )
Rated voltage / Power frequency withstand kV 24/60/125 Standard TCVN 5928-1995; IEC 185; IEC60044-1
voltage/ Impulse withstand voltage BIL Pién ap danh dinh / Dién ap th{ tan s6
Anisc - cong nghiép/ Dién ap th{r xung
EZ?ezoﬂizzggg/h Hz 50 Rated voltage / Power frequency withstand kv 35/70/170
Hé s6 dong nhiét dién danh dinh 1 vo‘ltagt?/ Impulse withstand voltage BIL
Rated thermal current factor : Tan s6 danh dinh Hz 50
S6 16i Rated frequency
Number of cores 4 Hé s6 dong nhiét dién danh dinh 192
e 1 A Rated thermal current factor :
Dung lugng - Cap chinh xac Q=
Burden - Accuracy class 15VA hoac (or) 30VA - 0.5/5P20/5P20/5P20 ﬁo |Ot,) f .
S6 pha umber of cores
1 = 7 p
Number of phase Dung lugng - Céap chinh xac
: 15VA hoac (or) 30VA - 0.5/5P20/5P20/5P20
Vi tri lap dat Ngoai troi Bu’rden - Accuracy class ¢ (o)
Service type Outdoor S6 pha 1
Chiéu dai dudng ro nhé nhat oy Numbtlar of phase
Creepage distance mm 25 Vi trl'llép dat Ngoai troi
Kich thudc ngoai mm Xem hinh vé Service type i Outdoor
Outer dimensions See drawing Chiéu dai dudng ro nho nhat Y o5
Khéi luong Creepage distance
Weight kg 0 Kich thuéc ngoai o Xem hinh vé
Outer dimensions See drawing
. < . < 5 10 15 25 50 75 100 | 150 | 200 | 100 | 200 | 300 Khéi lugng k
gg[‘fds"ri‘rfg diﬂ:}gﬁﬂg%’}%"s(@) 10 | 20 | 30 | 50 | 100 | 150 | 200 | 300 | 400 | 300 | 400 | 600 Weight 9 250
primary 20 40 60 100 | 200 | 300 | 400 | 600 | 600 | 600 | 800 | 1200
Dong so cép danh dinh 4 n4c (A) L N0 A4 R ONAOO. AL, Déng so cép danh dinh 1 néc (A)
Rated primary current 4 ratios (A) 15-30-40-60 100-200-300-400 | 200-300-400-600 | 200-300-400-600 |400-600-800-1200 Rated primary current 1 ratio (A) 5,10, 15, 20, 25, 30, 40, 50, 60, 75, 100, 150, 200, 250, 300, 400, 500, 600, 750, 800, 1000, 1200, 1250, 1500, 2000
Dong so ¢ép danh dinh 5 nac (A) Dong so cdp danh dinh 2 nac (A) 5 10|15 |20 | 20| 25| 30| 50| 75| 75|100|150|200| 250| 300 400|500 | 600
Rated primary current 5 ratios (A) 50-100-150-200-300 100-150-200-300-400 100-200-300-400-600 Rated primary current 2 ratios (A) | 10 | 20 | 30 | 30 | 40 | 50 | 60 |100|100| 150|200 | 300|400 | 500| 600| 600 |1000[1200
Dong thir c&p danh dinh . Dong thir c&p danh dinh
Rated secondary current 1A hodc (or) 5A Rated secondary current 1A hodc (or) 5A
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Binh ddu phu

m y

Conservator

Méc cau,!

Hook

™

2m8 (<)

So do déu day so cé
Primary connection diagram

Kich thudc dau néi so cip
Primary connector dimensions

5~600A 600 ~ 1250A

Rated primary current 4 ratios (A)

Mo ta Pon vi Théng s6
Description Unit Data
Kiéu CT35-4C10D3C CT35-4C10D4C CT35-4C10D5C
CT type CT35-4C50D3C CT35-4C50D4C CT35-4C50D5C
So dé dau day
Connection diagrams L1 £ AL
Tiéu chuin
Standard TCVN 5928-1995; IEC 185; IEC60044-1
Dién ap danh dinh / Bién ap thit tan s6
cong nghiép/ Dién ap th xung
Rated voltage / Power frequency withstand 3 35/70/170
voltage/ Impulse withstand voltage BIL
Tan s6 danh dinh
! H

Rated frequency ‘ 50
Hé s6 dong nhiét dién danh dinh 1.2
Rated thermal current factor :
S6 16i 4
Number of cores
Dung luong - Cap chinh xac o
Burden - Accuracy class 15VA hoac (or) 30VA - 0.5/5P20/5P20/5P20
S6 pha 1
Number of phase
Vi tri 18p dat Ngoai trdi
Service type OQutdoor
Chiéu dai dudng ro nhd nhat
Creepage distance TS 25
Kich thuéc ngoai mm Xem hinh vé
Outer dimensions See drawing
Khai lugng
Weight kg =90

. - . < 5) 10 15 25 50 75 100 150 200 100 200 300
Do 20 5 diﬂ?ré"n?“ﬁa”t%‘i‘(’ﬁ) 10 | 20 | 30 | 50 | 100 | 150 | 200 | 300 | 400 | 300 | 400 | 600

P ry 20 40 60 100 200 300 400 600 600 600 800 | 1200

Dong sa cap danh dinh 4 nac () 15-30-40-60 | 100-200-300-400 | 200-300-400-600 | 200-300-400-600 | 400-600-800-1200

Dong sa cép danh dinh 5 nac (A)
Rated primary current 5 ratios (A)

50-100-150-200-300

100-150-200-300-400

100-200-300-400-600

Dong thir c&p danh dinh
Rated secondary current

1A hoac (or) 5A
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bién dong trung thé trong nha

M10

50:5

230
250 (max)

200

75 _25
L N
Q| | 0D 5 8
K | | L ]
180 N
210 4210
245
M6 ta Don vi Théng s6
Description Unit Data
Kiéu CT6-1C1I1, CT6-1C5I1 | CT6-1C1I2, CT6-1C512 | CT6-2C1I1, CT6-2C5I1
CT type CT10-1C1I1, CT10-1C511 | CT10-1C112, CT10-1C512| CT10-2C111, CT10-2C511
So d6 déu day H.1 H.2 H.3
Connection diagrams
Tiéu chuén
Standard TCVN 5928-1995; IEC 185; IEC60044-1
Dién ap danh dinh / Dién ap thir tan s6
cong nghiép/ Bién ap thor xung KV 6/20/40 (CT6-...) 6/24/60 (CT6-...)
Rated voltage / Power frequency withstand 10/28/60 (CT10-...) 10/40/75 (CT10-...)
voltage/ Impulse withstand voltage BIL
Tan s6 danh dinh Hz
Rated frequency 50
Hé s6 dong nhiét dién danh dinh 12
Rated thermal current factor )
S6 16i =
Number of cores 1 hogc (or) 2
Dung luong - Ca8p chinh xac . .
Burden - Accuracy class 15VA hoac(or) 30VA- 0.5 va (and) 15VA- 0.5/5P5
Sé pha 1
Number of phase
Vi tri 1ap dat Trong nha
Service type Indoor
Chiéu dai dudng rd nho nhat TR
Creepage distance 16
Kich thuéc ngoai mm Xem hinh vé
Outer dimensions See drawing
Khai lugng k
Weight ¢ 13
Dong so cap danh dinh 1 néc (A)
Rated primary current 1 ratio (A) 5110| 15| 20| 25| 30| 40| 50 | 60 | 75 |100|150|200|250|300|400|500|600
Dong sa cép danh dinh 2 néc (A) 5 (10| 15| 20| 25| 75| 75|100| 150| 200|250 300
Rated primary current 2 ratios (A) 10| 20 | 30| 30 | 50 | 100| 150| 200| 300| 400| 500| 600

Dong thr cap danh dinh
Rated secondary current

1A hoac (or) 5A

San pham khéng uu tién san xuat - Product will not be perior for manufacturing

Y=y,

) —d
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